Questionnaire

Underground ventilation
	Date:日期

	

	Name of project:项目名称

	Contact person:联系人


	Contractor:承包商

	Address:地址


	Tel:          

Fax:
	

	                                                Project data:项目概况


	Tunnel cross area:隧洞断面面积

	Largest possible duct diameter:最大允许风管直径

	Max length of duct connected to each fan-station:最远通风距离

	Type of excavation: (ex. D&B钻爆, TBM):开挖方式

	Diesel vehicles in tunnel during mucking:出渣时隧洞内柴油车辆情况
                                   No. of units:台数           /  Nominal engine power per each vehicle (kW):每台发动机功率
Locomotives:机车___________________      /     __________________________

Loaders:    装载机___________________      /     __________________________

Trucks:         卡车___________________      /     __________________________

Others:      其他设备                                       /

	Altitude:海拔

	Lowest return-air velocity in tunnel?洞内最低回风速度，建议不低于0.3m/s
(Recommended, Not less than 0,3 m/s)

	Relative humidity max:相对最大湿度

	Lowest temperature:最低温度

	Energy cost (USD/kWh):电价

	Type of electricity at job site (ex. 400V/50Hz):现场供电类型

	Estimated time of  construction:预计建设时间

	

	Any risk of explosive gases:
有无易爆气体危险

	Existing ventilation equipment (ex. pcs/type of fans):现有通风设备情况
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